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Pennine Stone TecCas TecLite TecStone enfine Stone TecCast Teclite recStone Pennine Stone

Length

—he

Standard Head

HY02

Elevation Section

Length 100

Splayed Head
w
~
Section

102.5
Elevation
= Length 5 100,
i ] Chamfered Head
[100 [ Structural Opening Section
Elevation
(NB: Chamfers project 50mm beyond jamb)
Length  Opening  Weight | STANDARD REF |SPLAYED REF | CHAMFERED REF
665mm __ 460mm ___ 8kg | HY02UL0665P00 | HY03ULO665P00 | HY04UL0B65P00
693mm __ 488mm 8kg | HY02UL0693P00 | HYO3UL0693P00 | HY04ULO693P00
835mm__ 630mm ___ 10kg | HY02UL0835P00 | HYO3UL0835P00 | HY04UL0835P00
890mm__ 685mm __ 10kg | HY02UL0890P00 | HYO3UL0890P0O | HY04ULO890P00
1030mm__ 825mm___ 12kg | HYO2UL1030P00 | HYO3UL1030P00 | HY04UL1030P00
1110mm___905mm___ 13kg | HY02UL1110P00_| HYO3UL1110P00 | HY04UL1110P00
1115mm__ 910mm___ 13kg | HYO2UL1115P00 | HY03UL1115P00 | HY04UL1115P00
1120mm __915mm___ 13kg | HY02UL1120P00 | HYO3UL1120P00 | HY04UL1120P00 -
1137mm___932mm___13kg | HY02UL1137P00 | HYO3UL1137P00 | HY04UL1137P00 il
1340mm__ 1135mm___ 16kg | HY02UL1340P00 | HYO3UL1340P00 | HY04UL1340P00 S
1405mm__1200mm___ 16kg | HYO2UL1405P00 | HYO3UL1405P00 | HY04UL1405P00 Clip Over Keystone
1453mm__1248mm___ 17kg | HY02UL1453P00 | HY03UL1453P00 | N/A MYO1
1547mm__1342mm___ 18kg | HY02UL1547P00 | HY03UL1547P00 | HY04UL1547P00 ‘
1565mm__ 1360mm _ 18kg | HY02UL1565P00 [ HY03UL1565P00 | HY04UL1565P00 Weight: 8kg
1705mm__1500mm___ 20kg | HY02UL1705P00 | HYO3UL1705P00 | N/A
1790mm__1585mm___ 21kg_| HY02UL1790P00 | HYO3UL1790P00 | HY04UL1790P00 For use with standard and
1975mm__ 1770mm __ 23kg | HY02UL1975P00 | HYO3UL1975P00 | HY04UL1975P00 splayed heads only.
2015mm__1810mm___ 23kg | HY02UL2015P00 | HY03UL2015P00 | HY04UL2015P00
2578mm__2373mm___ 30kg_| HY02UL2578P00 | HY03UL2578P00 | HY04UL2578P00




